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START

RECEIVE A FIRST MESSAGE INCLUDING
A FIRST SPECIFIC INDICATION CONFIRMING THAT
A PARTICULAR MODE OF HIGH QUALITY VOICE COMMUNICATION
HAS BECOME ACTIVE ON AN END-TO-END BASIS FOR
AN EXISTING VOICE CALL BETWEEN THE WCD AND
A DIFFERENT WCD

102

IN RESPONSE, DISPLAY IN A PARTICULAR ICON SIGNIFYING THAT
THE PARTICULAR MODE OF HIGH QUALITY VOICE
COMMUNICATION HAS BECOME ACTIVE

104

FIG. 1



US 9,479,949 B1

Sheet 2 of 6

Oct. 25, 2016

U.S. Patent

o7z Z 'Ol
NLlSd
R E
| NV OQAI/VINGD
|
m 01z
_ IS osg sld vYNad
|
|
| 02z <
|
Croz
AMI
rmmmmm 1 —_——
|
SHH _ IWN gepoNe
|
vzz - | Shiz \- g0z
|
|
_ Mo-s
|
| o1z
|
LANYILNI ! M9-Nad
|
72z m NvY 311 Sz

||||||||||||||||||||||||||||||||||| 00z



US 9,479,949 B1

Sheet 3 of 6

Oct. 25, 2016

U.S. Patent

€ '9ld

VH vvv

MAOMLIN
Q3IHOLlIMS

¢ Nsad 40d /
vze gie oLe vie

0o¢

-LINOVd
sla
% | 20€
_‘-womf osg m
L-0€ m\
1-80€ \-\ y
A = £0¢
oS
zhe~
slg
o3
oS osg
o0LE Z-voe
2808 z-90e”

¢|~l 12¢ m 9z¢
=7



US 9,479,949 B1

Sheet 4 of 6

Oct. 25, 2016

U.S. Patent

¥ 'Old
|||||||||||||||||||||||||| 1 T =TT T T === =="—17
< : 4 >
(0 dOD ‘££ 08) PaIqreu3 ojpny jeuonda4a-ig C I@ |
- - (odoo)woos | !
(0 OO ‘MN-28A3) I
OI Bsiy osuodsoy ajepdn Joaeag| _
-t 3
(0 dO2) woos -~ - > |
. > (0 40D ‘MN-DHA3) - Bsy MMMRWN\_MRW%N_ Wm&mwm _
(0 do2 ‘e£ 0S) Bsyy esuodsey ajepdn Jaieag|
Bsy esuodsoy snyejs _
-« |
Bsyy ysenbay smejs - - P |
(0d0d MN-DUA3) S ) < !
b b d, B [ ‘
SW 3senbaY siepan 1a1898 paJinbay ajepdn ieieeg (0 409 ‘e£ OS) _
Bsyy asuodsoy snejs
Bsyy ysenbay smejs
- -

= = = —

uogewriojul Yim Ja9ly

(r 409 ‘c2 0S) peiqeuz opny reuopoeug-ig \ 8 )

».

-

Bsyy sjeidwo asjales

Bsyy epoduion u:mE:m..wm_\V

(€L =08)
Bsyy josuuo) evIrIeS

" (WvD3 ‘spioost DY meu)

o e

uonewiiojul yum Halvy

-

<

Ab.mE ajoydwion Juswubissy

Ml

-

Bsyy eyadwion aoiaies

(€L = 0S) -
Bsp }oauU0D 82IAIBS

(WvD3 ‘spioset oy meu) |

oLy
Y

asm-1

Bs uoisualxg jelouss

Mov "

-

(6289 =08 17V ‘€ =0S)
Bsy uonjeutbrLio

Bsiy uoisuayxg jesouan (MN-2YA3)
- Bsy y3senbey yuswiubissy
MoV >
> (" ‘MN-28AT)
(€L = 0s) Bs esuodsay Buibed !
Bspy osuodsoay obfed (MN-98A3)
-« Bsy }senboy juswiubissy
(c2 = 08) < : <
Bs abed jesoud (" 'MN-DHAZ) < o
w di o Bsyy ysanbay Buibed (" "‘MN-D8A3)
Bspy ysenbay aoiales WD
80Y 9op
sa-L MON/JOSH

s8-0

\
©

©
uogeyoBap dnyeg j1eD 8210/ [enIu]

openyoBaN dnjes j1ed 8210A GH

u

144

adm-o

(444



US 9,479,949 B1

Sheet 5 of 6

Oct. 25, 2016

U.S. Patent

g 'Old

(0 dOD ‘e OS) 11ED 82I0A GH Uon29.4a-Ig

AN

(0 d02) Woos

A4
©)

(0 d02) Woos

4

16 . 06
A dom-L pue dom-0 usempeg uopenoban Aygeded 99104 GH vmv
A (# dOD ‘£ OS) 118D PUBRgMOLIEN-DHAT UORID4Q-IT VQ
(¥ d02) WO0S
2015 19 (v d02) WOOS oo
A (0 40D ‘£ 08) 11D 8210A GH uonaelig-1g V@
(0 d02) WOOS (0 402) Wo0s
1t . o+
A aom-1 pue gom-0 usemiag uonenobsp Ayjiqeded 83104 GH V®
A|A (# dOOD ‘€L OS) 118D pueqMOLIEN-DHAT UORID4Q-IT V@lv
“Bsy uoneubo @
e-
015 oLs 805 908 oS
W aomL W sT1 ] mowrosi s9-0 asm-o

]

20S



US 9,479,949 B1

Sheet 6 of 6

Oct. 25, 2016

U.S. Patent

c09

9 'Old
¥olo3l3a JOVHOLS Viva
anNoL
viva 809
0z9 < Nv¥O0ud |/
SLININOdIWOD
ol o901 | 909
JOV4UILNI Wvdooud
¥3sn
Z29
al9 / P poo 7
0L9
AVdSIa 4
LINN
o9 7/ ONISSIO0Nd
IOVAHILNI [
"WINOD
UIAIFOSNVYL
pro 7




US 9,479,949 B1

1

CUSTOMIZED DISPLLAY BANNER
INDICATING CALL QUALITY

BACKGROUND

In a typical cellular radio communication system (wire-
less communication system), an area is divided geographi-
cally into a number of cell sites, each defined by a radio
frequency (RF) radiation pattern from a respective antenna
or antenna system. The antennas in the cells are in turn
coupled to one or another form of controller, which is then
coupled to a telecommunications switch or gateway, such as
a mobile switching center (MSC) and/or a packet data
serving node (PDSN) for instance. These (and possibly
other) elements function collectively to form a Radio Access
Network (RAN) of the wireless communication system. The
switch or gateway may then be coupled with a transport
network, such as the PSTN or a packet-switched network
(e.g., the Internet).

Depending on the specific underlying technologies and
architecture of a given wireless communication system, the
RAN elements may take different forms. In a code division
multiple access (CDMA) system configured to operate
according IS-2000 and IS-856 standards, for example, the
antenna system is referred to as a base transceiver system
(BTS), and is usually under the control of a base station
controller (BSC). In a universal mobile telecommunications
system (UMTS) configured to operate according to ITU
IMT-2000 standards, the antenna system is usually referred
to as a NodeB, and is usually under the control of a radio
network controller (RNC). In a UMTS network configured
to operate to Long Term Evolution (LTE) standards, evolved
NodeBs (eNodeBs) may communicate directly with one
another, while under functional coordination of a mobility
management entity (MME). Other architectures and opera-
tional configurations of a RAN are possible as well.

A subscriber (or user) in a service provider’s wireless
communication system accesses the system for communi-
cation services via a Wireless Communication Device
(“WCD”), such as a cellular telephone, “smart” phone,
pager, or appropriately equipped portable computer, for
instance. In a CDMA system a WCD is referred to as an
access terminal (“AT”); in a UMTS system (including ['TE)
a WCD is referred to as User Equipment (“UE”). For
purposes of the discussion herein, the term WCD will
generally be used to refer to either an AT or UE or the like.
When a WCD is positioned in a cell, it communicates via an
RF air interface with the BTS, NodeB, or eNodeB antenna
of the cell. Consequently, a communication path or “chan-
nel” is established between the WCD and the transport
network, via the air interface, the BTS, NodeB or eNodeB,
the BSC or RNC, and the switch or gateway.

As the demand for wireless communications has grown,
the volume of call traffic in most cell sites has correspond-
ingly increased. To help manage the call traffic, most cells in
a wireless network are usually further divided geographi-
cally into a number of sectors, each defined respectively by
radiation patterns from directional antenna components of
the respective BTS, NodeB or eNodeB, or by respective
antennas. These sectors can be referred to as “physical
sectors,” since they are physical areas of a cell site. There-
fore, at any given instant, a WCD in a wireless network will
typically be positioned in a given physical sector and will be
able to communicate with the transport network via the BTS,
NodeB or eNodeB serving that physical sector.

The functional combination of a BTS of a cell or sector
with a BSC, or of a NodeB and an RNC, or an eNodeB is
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2

commonly referred to as a “base station.” The actual physi-
cal of a configuration of a base station can range from an
integrated BTS-BSC or NodeB-RNC unit to a distributed
deployment of multiple BTSs under a single BSC, multiple
NodeBs under a single RNC, or just an eNodeB. Regardless
of' whether it is configured to support one cell, multiple cells,
or multiple sectors, a base station is typically deployed to
provide coverage over a geographical area on a scale of a
few to several square miles and for tens to hundreds to
several thousands (or more) of subscribers at any one time.

A subscriber may move between neighboring coverage
areas of base stations. More specifically, as a subscriber at a
WCD moves between wireless coverage areas of a wireless
communication system, such as between cells or sectors, or
when network conditions change or for other reasons, the
WCD may “hand off” or “handover” from operating in one
coverage area to operating in another coverage area. In a
usual case, this handoff process is triggered by the WCD
monitoring the signal strength of various nearby available
coverage areas, and the BSC or RNC (or other controlling
network entity) determining when one or more threshold
criteria are met. For instance, a WCD may continuously
monitor signal strength from various available sectors and
notify a BSC when a given sector has a signal strength that
is sufficiently higher than the sector in which the WCD is
currently operating. The BSC may then direct the WCD to
hand off to that other sector. By convention, a WCD is said
to handoff from a “source” cell or sector (or base station) to
a “target” cell or sector (or base station).

In some wireless communication systems or markets, a
wireless service provider may implement more than one
type of air interface protocol. For example, a carrier may
support one or another version of CDMA, such as EIA/TIA/
1S-2000 Rel. 0, A, and CDMA 2000 Spread Spectrum
Systems Revision E (collectively referred to generally
herein as “IS-2000”) for both circuit-cellular voice and data
traffic, as well as a more exclusively packet-data-oriented
protocol such as EIA/TIA/IS-856 Rel. 0, A, or other version
thereof (hereafter “IS-856). Under IS-2000, packet-data
communications may be referred to as 1X Radio Transmis-
sion Technology (“1X-RTT”) communications, also abbre-
viated as just “1x.” However, since IS-2000 supports both
circuit voice and packet data communications, the term 1X
(or 1X-RTT) is sometimes used to more generally refer the
1S-2000 air interface, without regard to the particular type of
communication carried. Packet-data communications under
1S-856 are conventionally referred to as Evolution-Data
Optimized (“EVDO”) communications, also abbreviated as
just “DO.” A carrier could also implement an orthogonal
frequency division multiple access (OFDMA) based system
according to protocols specified by third generation partner-
ship project 3GPP) LTE Advanced, for example. WCDs
may be capable of communication under any or all such
protocols, and may further be capable of handing off
between them, in addition to being able to hand off between
various configurations of coverage areas.

OVERVIEW

Communications from a base station (or other form of
access node) to a WCD are carried on a “forward link” (in
a CDMA system) or “downlink” (in a UMTS/LTE network)
of an air interface between the WCD and base station, and
communications from a WCD to the base station are carried
on “reverse link” (in a CDMA system) or “uplink” (in a
UMTS/LTE network) of the air interface. By way of
example, the discussion herein will be made with reference
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to CDMA, and the terms forward link and reverse link will
therefore be adopted. However, it should be understood that
discussion applies as well to uplinks and downlinks.

In a CDMA system, data sent on both the forward and
reverse links are assembled into units called frames, which
contain data encoded for transmission to or from the access
terminal (and correspondingly, from or to the base station),
and are transmitted at regular intervals (corresponding to a
frame rate), typically 20 milliseconds in duration (although
other transmission intervals can be used). The receiving
entity (e.g., access terminal on the forward link, and the
wireless network—or a network device therein—on the
reverse link) decodes the encoded data in received frames to
recover the original data.

Encoding typically involves compression of data from an
input bit rate to an output bit rate, where the output bit rate
usually requires reduced transmission bandwidth (or data
storage space) compared with the input bit rate. The amount
of compression achieved depends on the compression
scheme or algorithm applied, including whether or not any
information in the input data is lost or modified in the
process (e.g., rendered in some form of analytic approxi-
mation in order to accommodate reduced “volume”). The
decoding process essentially reverses the encoding process,
including decompressing the compressed data. Encoding
techniques, represented for example in algorithmic form,
can also be developed to accommodate specific types of
data, such as voice or video. The fidelity of the recovered
data to the original data depends, in part, on how well the
compression-decompression scheme accommodates the
type of data transmitted, how well the scheme compensates
for lost or modified information, and the ability of the
scheme to correct for degradation due to imperfect trans-
mission (e.g., errors, noise, etc.).

The implementation of an encoding-decoding algorithm
is referred to as a “codec” (for coder/decoder), and usually
takes the form of a device (e.g., a digital signal processor, or
the like) and/or computer-executable instructions (e.g., soft-
ware, firmware, etc.). Different codecs may implement dif-
ferent encoding-decoding schemes, including the ability to
achieve different levels of compression and/or different
degrees of protection against transmission errors, and a
given codec may have different modes of operation that
similarly accommodate different levels of compression and/
or different degrees of protection against transmission
errors. For transmission of voice (or other audio data, for
example), the encoding scheme used by a codec can also be
a factor in the how well the data characterizes the input
sound—i.e., the fidelity of the sound.

When a call is setup of between two WCDs, a codec can
be selected for each WCD in a manner that matches their
capabilities, as well as accounts for the WCDs’ respective
operating conditions. During the course of a call, it can be
possible for a different codec to be selected, for example if
operation conditions change in such a way as to warrant a
change or to make change to a codec that might not have
been previously supported. For example, one or another (or
both) of the WCDs engaged in a call might handoff from a
source cell or sector that can support an HD code to a target
cell or sector that cannot. In such case, an existing HD call
might be transitioned to a non-HD call. Conversely, one or
another (or both) of the WCDs engaged in a call might
handoft from a source cell or sector that cannot support an
HD code to a target cell or sector that can. In this case, an
existing non-HD call might be able to be transitioned to an
HD call.
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In particular, selection of a “high definition” (“HD”)
codec for providing HD voice can be made after a call is
initially set up, or even at a later stage, after the call has
proceeded for some time using a codec delivering lesser
voice quality. HD voice quality is generally superior to “toll
quality” voice that can be provided by an initial codec or
when, as a result of a change in operating conditions for
example, an HD codec is no longer supported.

Under conventional operation, a WCD engaging in a new
call with another WCD does not provide any visual indica-
tion that the establish call is an HD call. Similarly, the WCD
does not provide any indication that an existing HD call has
transitioned to a non-HD call, or that a non-HD call has
transition to an HD. Yet a visual indication that a call is an
HD call, such as a banner or icon displayed in a display
device of a smart-phone type WCD for example, can benefit
both the user of the WCD and the network service provider.
The use can benefit by being able to associate the superior
voice quality of HD voice with a visual cue that HD is or has
become active. The network service provider can benefit
because a visual cue that HD is or has become active can be
a way for the network service provider to tout the superior
voice quality that is can offer. Accordingly, it would be
desirable to provide a visual indication on a WCD display
device when a call is or becomes an HD call, and when an
HD call transitions to a non-HD call.

Hence, in one respect, various embodiments of the present
invention provide a method implemented by a wireless
communication device (WCD) operating in a wireless com-
munication system that supports a multiplicity of modes of
voice communication quality levels including a particular
mode of high quality voice communication, the method
comprising: receiving from a first base station of the wire-
less communication system a first message that includes a
first specific indication confirming that the particular mode
of high quality voice communication has become active on
an end-to-end basis for an existing voice call between the
WCD and a different WCD operating in the wireless com-
munication system; and responsive to determining that the
first message includes the first specific indication, displaying
in a display of the WCD a particular icon signifying that the
particular mode of high quality voice communication has
become active.

In another respect, various embodiments of the present
invention provide a wireless communication device (WCD)
configured for operating in a wireless communication sys-
tem that supports a multiplicity of modes of voice commu-
nication quality levels including a particular mode of high
quality voice communication, the WCD comprising: one or
more processors; a display device; memory accessible by the
one or more processors; and machine-readable instructions
stored in the memory, that upon execution by the one or
more processors cause the WCD to carry out functions
including: receiving from a first base station of the wireless
communication system a first message that includes a first
specific indication confirming that the particular mode of
high quality voice communication has become active on an
end-to-end basis for an existing voice call between the WCD
and a different WCD operating in the wireless communica-
tion system, and responsive to determining that the first
message includes the first specific indication, displaying in
the display device a particular icon signifying that the
particular mode of high quality voice communication has
become active.

In still another respect, various embodiments of the pres-
ent invention provide a non-transitory computer-readable
medium having instructions stored thereon that, upon execu-
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tion by one or more processors of a wireless communication
device (WCD), cause the WCD to carry out functions
including: operating in a wireless communication system
that supports a multiplicity of modes of voice communica-
tion quality levels including a particular mode of high
quality voice communication; receiving from a first base
station of the wireless communication system a first message
that includes a first specific indication confirming that the
particular mode of high quality voice communication has
become active on an end-to-end basis for an existing voice
call between the WCD and a different WCD operating in the
wireless communication system; and responsive to deter-
mining that the first message includes the first specific
indication, displaying in a display of the WCD a particular
icon signitying that the particular mode of high quality voice
communication has become active.

These as well as other aspects, advantages, and alterna-
tives will become apparent to those of ordinary skill in the
art by reading the following detailed description, with ref-
erence where appropriate to the accompanying drawings.
Further, it should be understood that this summary and other
descriptions and figures provided herein are intended to
illustrate the invention by way of example only and, as such,
that numerous variations are possible. For instance, struc-
tural elements and process steps can be rearranged, com-
bined, distributed, eliminated, or otherwise changed, while
remaining within the scope of the invention as claimed.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a flowchart of an example method of a custom-
ized banner display indicative of call quality, in accordance
with example embodiments.

FIG. 2 is a block diagram of an example wireless com-
munication system in which a customized banner display
indicative of call quality could be implemented, in accor-
dance with example embodiments.

FIG. 3 is an alternative form of a block diagram of an
example wireless communication system in which a cus-
tomized banner display indicative of call quality could be
implemented, in accordance with example embodiments.

FIG. 4 is an example call flow illustrating call setup, in
accordance with example embodiments.

FIG. 5 is an example call flow illustrating call setup in
which a customized display banner indicative of call quality
could be implemented, in accordance with example embodi-
ments.

FIG. 6 is a simplified block diagram of a wireless com-
munication device configured for carrying out an example
method of a customized display banner indicative of call
quality, in accordance with example embodiments.

DETAILED DESCRIPTION

Example embodiments will be described by way of
example with reference to Code Division Multiple Access
(“CDMA”) communications in general, and to 1S-856 and
1S-2000 (including CDMA2000 1x and CDMA2000 1x
Advanced) communications in particular. As described
below, 1S-2000 applies to both circuit-cellular and packet-
data communications, and is referred to herein as “conven-
tional” CDMA communications. For voice communications,
CDMA2000 1x and/or CDMA2000 1x Advanced may
specify codec support according to EVRC, including
EVRC-B, EVRC-WB, and EVRC-NW. IS-856 applies more
exclusively to packet-data communications (including, e.g.,
real-time voice and data applications), and is referred to
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herein as “high rate” packet-data communications. It should
be understood that example embodiments can apply to other
wireless voice and data protocols including, without limita-
tion, IS-95, GSM, LTE, and LTE Advanced.

FIG. 1 is a flowchart illustrating an example method for
a customized banner display indicative of call quality, in
accordance example embodiments. By way of example, the
method could be carried out by a RAN device configured to
operate according to a CDMA family of protocols, including
at least CDMA2000 1x Advanced. The RAN device could
be, for example, a base station, a BTS, a BSC, or an MSC
operating in a wireless communication system (or wireless
communication network) that is also configured to operate
according to a CDMA family of protocols.

The example method can be implemented as machine
language instructions that, when executed by one or more
processors of a WCD, cause the WCD to carry out the
various functions, tasks, and operations of the method.
Further, the machine language instructions could be stored,
e.g. as compute code, on one or another form of non-
transient computer readable media, such as magnetic disk,
solid state memory, CD-ROM, and DVD, to name a few.
The instructions (e.g., computer code) stored in the non-
transient medium could be installed and/or transferred to a
memory of the WCD, for example during an installation or
manufacturing process.

At step 102, the WCD receives a first message that
includes a first specific indication confirming that the par-
ticular mode of high quality voice communication has
become active on an end-to-end basis for an existing voice
call between the WCD and a different WCD. More particu-
larly, the WCD and the different WCD can be operating in
a wireless communication system that supports a multiplic-
ity of modes of voice communication quality levels, includ-
ing a particular mode of high quality voice communication.
The first message can be received from a first base station of
the wireless communication system.

At step 104, the WCD can respond to determining that the
first message includes the first specific indication by dis-
playing a particular icon signifying that the particular mode
of high quality voice communication has become active. In
particular, the WCD can display the particular icon in a
display device of the WCD. The particular icon could take
the form of a banner.

In accordance with example embodiments, the example
method can also entail subsequently receiving from a second
base station of the wireless communication system a second
message that includes a second specific indication confirm-
ing that the particular mode of high quality voice commu-
nication is no longer active. Then, in response to determin-
ing that the second message includes the second specific
indication, the WCD can remove the particular icon from its
display.

In further accordance with example embodiments, the
first base station and the second base station can be the same
base station, or they could be different base stations. Further,
receiving the second message from the second base station
can entail receiving the second message within a context of
a call management procedure that replaces the particular
mode of high quality voice communication with a different
one of the multiplicity of modes of voice communication
quality levels. For example, operating conditions might
change during the course of the voice call in such a way that
the particular mode of high quality voice communication
can no longer be supported. In this example, the second
message can be an indication to transition to a lesser quality
mode.
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In accordance with example embodiments, receiving the
first message can entail receiving the first message within a
context of a call setup procedure that establishes a new call
as the existing call. By way of example, a call setup
procedure can establish a new call initially in a mode that
provides a lesser quality of voice communication than the
particular mode. This newly established call can be consid-
ered the existing call when the first message is received. But
the first message can still be considered as being received in
the context of the call setup procedure.

In accordance with example embodiments, receiving the
first message can entail receiving the first message within a
context of a call management procedure that replaces a
different one of the multiplicity of modes of voice commu-
nication quality levels that is active for the existing call with
the particular mode of high quality voice communication.
For example, the existing call might be using lesser quality
voice mode when operating conditions change during in
such a way that the particular mode of high quality voice
communication can now be supported. In this example, the
first message can be an indication to transition to the
particular mode, and can be considered to have been
received during a call management procedure operating at
the time that the operating conditions changed.

Also in accordance with example embodiments, the par-
ticular mode of high quality voice communication entail use
of a particular codec that is configured for high fidelity, or
HD, voice communications.

In further accordance with example embodiments, the
wireless communication system can be configured to operate
according to at least CDMA2000 1x Advanced, and the
particular codec can be specified according to Enhanced
Variable Bitrate Codec (EVRC) EVRC-NW. In this case, the
first message can entail receiving a service option control
message containing a service option parameter set to 73 and
a capacity operating point parameter set to 0.

It will be appreciated that the example embodiment
illustrated in FIG. 1 could include alternate and/or additional
steps, while still remaining within the scope and spirit of
example embodiments herein.

FIG. 2 shows a simplified block diagram of a wireless
network 200 that can be operated by a wireless service
provider, and in which an example method of a customized
banner display indicative of call quality can be carried out.
By way of example, the network 200 includes RAN 204
configured to support both CDMA-based air interface com-
munications (e.g., as specified under both IS-2000 and
1S-856), RAN 205 configured to support OFDMA-based air
interface communications (e.g., as specified under LTE
Advanced). For convenience in discussing the example
embodiments presented herein, the term “EVDO RAN” will
be used for referring to the RAN 204, and the term “LTE
RAN” will be used for referring to the RAN 205. It will be
appreciated that a network such as network 200 could
include support for other types of air-interface technologies
as well.

The EVDO RAN 204 includes a CDMA BTS 206 with a
CDMA/EVDO air interface antenna 206-T for providing
services according to CDMA/EVDO. The LTE RAN 205
includes an LTE eNodeB 200 with an LTE air interface
antenna 208-T for providing services according to LTE.

The example illustrated in FIG. 2 also shows three WCDs
202-1, 202-2, and 202-3, each depicted as having at least one
active air interface of a particular type with one or another
of the antennas 206-T or 208-T. Specifically, the WCD
202-1 has an air interface 201-1 with the LTE RAN 205 via
the eNodeB 208 and the associated antenna 208-T. The
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WCD 202-2 has an air interface 203-1 also with the EVDO
RAN 204 viathe BTS 206 and the associated antenna 206-T.
The WCD 202-2 has two different air interfaces: an air
interface 203-2 with the EVDO RAN 204 via the BTS 206
and the associated antenna 206-T, and an air interface 207-2
with the LTE RAN 205 via the eNodeB 208 and the
associated antenna 208-T.

As a visual cue of that the air interfaces are different types,
the LTE air interfaces are depicted as white-filled “lightning
bolts,” and the EVDO air interfaces are depicted as black-
ened “lightning bolts.” The two air interfaces 207-2 and
203-2 depicted for the WCD 202-3 may be taken as repre-
senting a capability of the WCD 202-3 to operate according
to either air interface separately, and/or to operate according
to both concurrently.

For communications under LTE (or LTE Advanced) based
protocols, subscribers may engage in communications via
the eNodeB 208 and the associated antenna 208-T from the
WCD 202-1 over air interface 207-1 and/or from the WCD
202-3 over air interface 207-2. Transmissions over the air
interface 207-1 from the antenna 208-T to the WCD 202-1
represent a downlink from the eNodeB 208 to the WCD
202-1, while transmissions over air interface 207-1 from the
WCD 202-1 to the antenna 208-T represent an uplink from
the WCD 202-1. Similarly, transmissions over the air inter-
face 207-2 from the antenna 208-T to the WCD 202-3
represent a downlink from the eNodeB 208 to the WCD
202-3, while transmissions over air interface 207-2 from the
WCD 202-3 to the antenna 208-T represent an uplink from
the WCD 202-3. Under LTE Advanced, the downlink oper-
ates according to OFDMA, while the uplink operates
according to Single Carrier Frequency Division Multiple
Access (SC-FDMA).

The eNodeB 208 may be connected to a serving gateway
S-GW 216, which in turn may be connected to an internet
222 via a packet data network gateway PDN-GW 218. The
eNodeB 208 could also be connected to the S-GW 216 by
way of a mobility management entity MME 214, which may
also be configured to control communications between the
eNodeB 208 and one or more other eNodeBs in the network.
The MME 214 may also be communicatively coupled to a
home subscriber server (HSS) 224, which stores subscriber
information, including information about the WCD 202-1
and/or WCD 202-3. For cellular voice communications, the
eNodeB may connect to a MSC 220 by way of an inter-
working function IWF 212 communicatively connected
between the MME 212 and the MSC 220. The MSC 220
may then provide connectivity of a PSTN 226, as shown.

For communications under CDMA based protocols, sub-
scribers may engage in communications via the BTS 206
and the associated antenna 206-T from the WCD 202-2 over
air interface 203-1 and/or from the WCD 202-3 over air
interface 203-2. Transmissions over the air interface 203-1
from the antenna 206-T to the WCD 202-2 represent a
forward link from the CDMA/EVDO BTS 206 to the WCD
202-2, while transmissions over air interface 203-1 from the
WCD 202-2 to the antenna 206-T represent a reverse link
from the WCD 202-2. Similarly, transmissions over the air
interface 203-2 from the antenna 206-T to the WCD 202-3
represent a forward link, while transmissions over air inter-
face 203-2 from the WCD 202-3 to the 206-T represent a
reverse link.

The CDMA BTS 206 may be connected to a BSC 210,
which provides a connection to the MSC 220 for cellular
voice communications. The MSC 220 acts to control assign-
ment of air traffic channels (e.g., over air interfaces 203-1
and 203-2), and provides access to wireless circuit-switched
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services such as circuit-voice and circuit-data (e.g., modem-
based packet data) service. As represented by its connection
to the PSTN 226, the MSC 220 may also be coupled with
one or more other MSCs, other telephony circuit switches in
the operator’s (or in a different operator’s) network, or other
wireless communication systems, thereby supporting user
mobility across MSC regions, roaming between systems,
and local and long-distance landline telephone services.

For packet data communications, the IWF 212 connected
between the BSC 210 and the MME 214 can support
interworking between EVDO based packet protocols and
those of the LTE Advanced based network. Thus, the BSC
210 may communicate on the internet 222 by way of the
MME 214, the S-GW 216, and the PDN GW 218.

It should be understood that the depiction of just one or
two of each network element in FIG. 2 is illustrative, and
there could be more of any of them, as well as other types
of elements not shown. The particular arrangements shown
in FIG. 2 should not be viewed as limiting with respect to the
example embodiments presented herein. Further, the net-
work components that make up a wireless communication
system such as network 200 are typically implemented as a
combination of one or more integrated and/or distributed
platforms, each comprising one or more computer proces-
sors, one or more forms of computer-readable storage (e.g.,
disks drives, random access memory, etc.), one or more
communication interfaces for interconnection between ele-
ments and the network and operable to transmit and receive
the communications and messages described herein, and one
or more computer software programs (or other forms of
computer logic instructions) and related data (e.g., machine-
language instructions and program and user data) stored in
the one or more forms of computer-readable storage and
executable by the one or more computer processors to carry
out the functions, steps, and procedures of the various
example embodiments described herein. Similarly, a com-
munication device, such as example WCDs 202-1, 202-2,
and 202-3, typically comprises a user-interface, /O compo-
nents, a communication interface, a tone detector, a process-
ing unit, and data storage, all of which may be coupled
together by a system bus or other mechanism. As such,
network 200, WCDs 202-1, 202-2, and 202-3, and air
interfaces 203-1, 203-2, and 207-1, and 207-2 collectively
are representative of example means of implementing and
carrying out the various functions, steps, and procedures
described herein.

FIG. 3 shows an alternative form block diagram of a
wireless communication system 300 depicting, by way of
example, aspects specific to CDMA. A WCD 302 commu-
nicates over an air interface 303 with a BTS 304-1, which is
then coupled or integrated with a BSC 306-1. Transmissions
over air interface 303 from BTS 304-1 to AT 302 represent
the forward link to the WCD, and transmissions over inter-
face 303 from the WCD 302 to BTS 304-1 represent the
reverse link.

The BSC 306-1 is connected to MSC 308-1, which acts to
control assignment of air traffic channels (e.g., over air
interface 303), and provides access to wireless circuit-
switched services such as circuit-voice and circuit-data (e.g.,
modem-based packet data) service. By way of example, the
MSC 308-1 is shown as being connected to a second MSC
region represented in the figure by the MSC 308-2, the BSC
306-2, and the BTS 304-2. Support for user mobility across
MSC regions, as well as communications between WCDs in
different MSC regions, is represented by the connection
shown between the MSC 308-1 and 308-2. As represented
by their respective connections to PSTN 310, MSCs 308-1
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and 308-2 are also coupled with one or more telephony
circuit switches, such as the Local Exchange Carrier (LEC)
switch 312 in the operator’s (or in a different operator’s)
network. The LEC 312 (or other form of landline switch)
may support connectivity to landline subscribers, such as is
represented by landline phone 328 connected via the end
link 329.

As shown, BSC 306-1 is also connected with a PDSN 316
by way of packet control function (PCF) 314. PDSN 316 in
turn provides connectivity with a packet-switched network
318, such as the Internet and/or a wireless carrier’s private
core packet-network. Sitting as nodes on network 318 are,
by way of example, an authentication, authorization, and
accounting (AAA) server 320, a mobile-IP home agent (HA)
322, and a remote computer 324. After acquiring an air
traffic channel over its air interface, a WCD (e.g., WCD 302)
may send a request to PDSN 316 for a connection in the
packet data network. Then, following authentication of the
WCD by AAA server 320, the access terminal may be
assigned an IP address by the PDSN or by HA 322, and may
thereafter engage in packet-data communications with enti-
ties such as remote computer 324. Although not necessarily
shown explicitly in FIG. 3, the BSC 308-2 may also provide
a packet data connection to a packet switch network, such
the network 318, for packet-data services.

It should be understood that the depiction of just one (or
two) of each network element in FIG. 3 is illustrative, and
there could be more than one (or two) of any of them, as well
as other types of elements not shown. The particular
arrangement shown in FIG. 3 should not be viewed as
limiting with respect to the embodiments herein. Further, the
network components that make up a wireless communica-
tion system such as system 300 are typically implemented as
a combination of one or more integrated and/or distributed
platforms, each comprising one or more computer proces-
sors, one or more forms of computer-readable storage (e.g.,
disks drives, random access memory, etc.), one or more
communication interfaces for interconnection between ele-
ments and the network and operable to transmit and receive
the communications and messages described herein, and one
or more computer software programs and related data (e.g.,
machine-language instructions and program and user data)
stored in the one or more forms of computer-readable
storage and executable by the one or more computer pro-
cessors to carry out the functions, steps, and procedures of
the various embodiments of the present invention described
herein. Similarly, a communication device such as the
example WCD 302 typically comprises a user-interface, [/O
components, a transceiver, a communication interface, a
tone detector, a processing unit, and data storage, all of
which may be coupled together by a system bus or other
mechanism. As such, system 300, WCDs 302 and 326, air
interfaces 303 and 327, landline phone 328, and end link 329
are representative of exemplary means of implementing and
carrying out the various functions, steps, and procedures
described herein.

1. EXAMPLE ACCESS TECHNOLOGIES

a. CDMA Communications

In a conventional CDMA wireless network compliant
with the well-known IS-2000 standard, each cell employs
one or more carrier frequencies, typically 1.25 MHz in
bandwidth each, and each sector is distinguished from
adjacent sectors by a pseudo-random number offset (“PN
offset”). Further, each sector can concurrently communicate
on multiple different channels, distinguished by “Walsh
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codes.” In doing so, each channel is allocated a fraction of
the total power available in the sector. When a WCD
operates in a given sector, communications between the
WCD and the BTS of the sector are carried on a given
frequency and are encoded by the sector’s PN offset and a
given Walsh code. The power allocated to each channel is
determined so as to optimize the signal to noise character-
istics of all the channels, and may vary with time according
to the number of WCDs being serviced, and their relative
positions with respect to the BTS, among other factors.

Air interface communications are divided into forward
link communications, which are those passing from the base
station to the WCD, and reverse link communications,
which are those passing from the WCD to the base station.
In an IS-2000 system, both the forward link and reverse link
communications in a given sector are encoded by the
sector’s PN offset and a given Walsh code. On the forward
link, certain Walsh codes are reserved for use to define
control channels, including a pilot channel, a sync channel,
and one or more paging channels (depending on service
demand, for example), and the remainder can be assigned
dynamically for use as traffic channels, i.e., to carry user
communications. Similarly, on the reverse link, one or more
Walsh codes may be reserved for use to define access
channels, and the remainder can be assigned dynamically for
use as traffic channels.

In order to facilitate efficient and reliable handoff of
WCDs between sectors, under 1S-2000 a WCD can com-
municate on a given carrier frequency with a number of
“active” sectors concurrently, which collectively make up
the WCD’s “active set.” Depending on the system, the
number of active sectors can be up to six (currently). The
WCD receives largely the same signal from each of its active
sectors and, on a frame-by-frame basis, selects the best
signal to use. A WCD’s active set is maintained in the
WCD’s memory, each active sector being identified accord-
ing to its PN offset.

The WCD continually monitors a pilot signal from each
of its active sectors as well as from sectors in a “neighbor
list” of other sectors generally neighboring the active sec-
tors. The pilot signal strengths may vary as the WCD moves
about within the wireless communication system, or as other
factors cause the WCD’s RF conditions to change. More
particularly, the WCD monitors a signal-to-noise metric
referred to as “signal to interference plus noise ratio”
(“SINR”), which includes the degrading effects of interfer-
ence as well as noise on RF conditions. The WCD reports
the received signal strengths to the serving base station,
which then directs the WCD to update its active set from
among its current active set and, more broadly, from among
its neighbor list, in accordance with the reported strengths
and one or more threshold conditions.

Typically, the power level of the pilot detected by a WCD
is specified as a gain level, x, according to the relation x
dBm=10 log,, (P/1 mW), where P is the power in mW
(milliwatts). However, other power units could be specified.
Measured in dBm, gain expresses a logarithmic ratio of
power P to a fixed power level of 1 mW. More generally, the
relative gain, y, of one power level P, to another P, is
expressed as dB, and corresponds to a logarithmic ratio of P,
to P, given by y dB=10 log,,, (P,/P,). For instance, if y=3,
then P, =2xP,; if y==3, then P,~0.5xP,. In practice, SINR is
measured in dB, where P, corresponds to the received power
of the pilot and P, corresponds to the received noise plus
interference power.

In order to support concurrent communication in multiple
channels on a common frequency, each channel is allocated
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a fraction of the total forward-link power available in the
sector. The power allocated to each channel is determined so
as to optimize the signal-to-noise characteristics of all the
channels, and may vary with time according to the number
of access terminals being serviced, and their relative posi-
tions with respect to the BTS, among other factors. Simi-
larly, on the reverse links, each access terminal transmits at
a power level that optimizes the signal-to-noise while mini-
mizing interference with other access terminals.

With arrangement described above, an access terminal
can engage in cellular voice or packet-data communications.
Referring again to FIG. 3, and taking an originating call
from WCD 302 as an example, WCD 302 first sends an
origination request over air interface 303 and via the BTS
304-1 and BSC 306-1 to MSC 308-1. The MSC then signals
back to the BSC directing the BSC to assign an air interface
traffic channel for use by the access terminal. For a voice
call, the MSC uses well-known circuit protocols to signal
call setup and establish a circuit connection to a destination
switch that can then connect the call to a called device (e.g.,
landline phone or another access terminal).

For a packet-data session, the BSC 306-1 signals to the
PDSN 316 by way of PCF 314. The PDSN 316 and the
WCD 302 then negotiate to establish a data link layer
connection, such as a point to point protocol (PPP) session.
Further, the PDSN 316 sends a foreign agent advertisement
that includes a challenge value to the WCD, and the access
terminal responds with a mobile-IP registration request
(MIP RRQ), including a response to the challenge, which the
PDSN forwards to HA 322. The HA then assigns an IP
address for the WCD to use, and the PDSN passes that IP
address via the BSC to the access terminal.

b. High Rate Packet-Data TDM Communications

Under 1S-2000, the highest rate of packet-data commu-
nications theoretically available on a fundamental traffic
channel of the forward link is 9.6 kbps, dependent in part on
the power allocated to the forward-link traffic channel and
the resultant signal to noise characteristics. In order to
provide higher rate packet-data service to support higher
bandwidth applications, the industry introduced a new “high
rate packet data (HRPD) system,” which is defined by
industry standard IS-856 (or EVDO).

1S-856 leverages the asymmetric characteristics of most
IP traffic, in which the forward link typically carries a higher
load than the reverse link. Under IS-856, each WCD main-
tains and manages an active set and a neighbor list as
described above, but receives forward-link transmission
from only one active sector at a time. In turn, each sector
transmits to all its active WCDs on a common forward link
using time division multiplexing (TDM), in order to transmit
to only one WCD at a time, but at the full power of the
sector. As a result of the full-power allocation by the sector,
a WCD operating under IS-856 can, in theory, receive
packet-data at a rate of at least 38.4 kbps and up to 2.4 Mbps.
The reverse link under IS-856 retains largely the traditional
1S-2000 code division multiplexing (CDM) format, albeit
with the addition of a data rate control (DRC) channel used
by the WCD to indicate the supportable data rate and best
serving sector for the forward link. More specifically, the
WCD monitors SINR on the forward link from its serving
sector (or base station) to determine a data rate to request.
The requested data rate is encoded in a DRC request, and
transmitted to the serving base station on the DRC channel,
which is a sub-channel of a reverse-link Medium Access
Control (MAC) channel.

TDM access on the IS-856 forward link is achieved by
dividing the forward link in the time domain into time slots
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of length 2048 chips each. At a chip rate of 1.228 Mega-
chips per second, each slot has a duration of 1.67 millisec-
onds (ms). Each time slot is further divided into two
1024-chip half-slots, each half-slot arranged to carry a
96-chip pilot “burst” (pilot channel) at its center and a
forward-link MAC channel in two 64-chip segments, one on
each side of the pilot burst. The remaining 1600 chips of
each time slot (800 per half-slot) are allocated for a forward
traffic channel or a forward control channel, so that any
given time slot will carry either traffic-channel data (if any
exists) or control-channel data. As in IS-2000, each sector in
1S-856 is defined by a PN offset, and the pilot channel carries
an indication of the sector’s PN offset.

Operation in an IS-856 compliant communication system
may be illustrated, again with reference to FIG. 3. To acquire
packet data connectivity under IS-856, after the WCD 302
first detects an IS-856 carrier, the WCD 302 sends to its BSC
(or RNC) 306-1 a UATI (Universal Access Terminal Iden-
tifier) request, and receives in response an UATI, which the
WCD can then use to identify itself in subsequent commu-
nications with the BSC. The WCD then sends a connection-
request to the BSC 306-1, and the BSC responsively invokes
a process to authenticate the WCD and to have the WCD
acquire a data link.

In particular, the BSC 306-1 sends an access request to an
Access Network AAA (ANAAA) server (which may be
different than the AAA server 320), and the ANAAA server
authenticates the WCD. The BSC 306-1 then assigns radio
resources for the data session, providing a MAC identifier
(“MAC 1ID”) to the WCD for identifying its time-slot data
sent in the forward-link traffic channel, and a Walsh code for
a sending data on the reverse-link traffic channel. Further,
the BSC 306-1 signals to the PDSN 316 (via PCF 314), and
the PDSN and WCD then negotiate to establish a PPP data
link. In addition, as in the IS-2000 process, the WCD then
sends an MIP RRQ to the PDSN, which the PDSN forwards
to the HA 322, and the HA assigns a mobile-IP address for
the WCD to use.

Once the WCD has acquired an IS-856 radio link, a data
link, and an IP address, the WCD is considered to be in an
active mode. In active mode, the WCD receives its data
distributed across MAC-identified time slots transmitted by
the BTS using the full power of the forward link of the sector
selected by the WCD (as described above). Thus, the WCD
recognizes its time-slot data from among other time slots by
a MAC identifier included in each transmission, and pro-
cesses only those time slots with the WCD’s assigned MAC
identifier. Using the full power of the forward link maxi-
mizes the signal-to-noise ratio, thus facilitating higher rate
data communication than the power-limited conventional
CDMA channels.

c. LTE Advanced Communications

Under LTE Advanced, the air interface comprises mul-
tiple frequency carrier bands arranged to cover a total
bandwidth in frequency space that depends on what portion
or portions of the radio spectrum are licensed by the network
service provider, and on which of two types of systems is
deployed, which in turn may also depend on the licensed
spectrum. In frequency division duplex (FDD) LTE, the
uplink and down link each occupy a different block of radio
spectrum, each block providing up to 20 MHz of bandwidth
in frequency space. Under FDD LTE, uplink and downlink
transmissions can be concurrent. In time division duplex
(TDD) LTE, the uplink and downlink each occupy the same
block of radio spectrum. Under TDD LTE, uplink and
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downlink transmissions take turns according to configura-
tion-specific allocation of subframes within repeating radio
transmission frames.

For both FDD and TDD LTE, each frequency carrier band
is divided into 12 orthogonal subcarrier frequencies, each 15
kHz in width, for a total of 180 kHz per frequency carrier
band. The number of frequency carrier bands corresponds to
the integer division of the total bandwidth by 180 kHz. For
example, a total bandwidth of 1.25 MHz supports six
frequency carrier bands; a total bandwidth of 20 MHz
supports 100 frequency carrier bands. The orthogonality of
the subcarrier frequencies follows from each being an inte-
ger multiple of the same minimum frequency; e.g., 15 kHz.
It will be appreciated that a different minimum frequency
could be used, as long as the orthogonality condition is met.
Similarly, a different number of subcarrier frequencies per
frequency carrier band could be used, which could then lead
to a different number frequency carrier bands for a given
total bandwidth.

In the time domain, both the uplink and downlink com-
prise time slots, each time slot typically of 0.5 msec dura-
tion. Every two time slots makes up one “subframe” of 1.0
msec duration, and every 10 subframes makes up a 10 msec
frame. In FDD LTE, each subframe of a frame carries only
uplink or only downlink transmission. In TDD LTE, each
frame includes both uplink and downlink subframes, the
relative number of and placement of each type of subframe
typically being specified by defined standards and/or a
system-specific configuration.

Each time slot is subdivided into an integer number of
symbol durations, such that the integer number multiplied
by the symbol duration equals 0.5 msec. According to
current standards, the integer number is either 6 or 7; the
value used depends on operating conditions, among other
possible factors. For the purposes of the present discussion
the integer number of symbol durations per time slot will be
taken to be 7, with the understanding that other values could
be used.

Transmissions are scheduled in time-frequency units
referred to as “resource blocks” or RBs. Each RB is made up
of 7 contiguous symbol durations (i.e., one time slot) and 12
subcarrier frequencies of a given frequency carrier band.
Thus, a RB can be viewed a grid of 7 symbol durations by
12 subcarrier frequencies. Each element of the grid is
referred to as “resource element,” and each resource element
carries one OFDM symbol. Each OFDM symbol of a
resource element is a time domain symbol generated from
Fourier superposition frequency domain symbols. On given
uplink or downlink, concurrent transmissions carried in
different RBs are non-interfering in the sense that the
subcarrier frequencies are orthogonal. Thus, while a receiv-
ing device (e.g., a UE on a downlink or an eNodeB on an
uplink) will receive a superposition signal, the orthogonality
property allows recovery by Fourier decomposition of the
symbols in the frequency domain.

A single RB is the smallest unit of allocation made for a
given WCD for downlink transmissions. Allocations are
typically made by an eNodeB serving the WCD, and more
than one RB can be allocated for the WCD. Multiple RB
allocations for a given WCD can be made across multiple
frequency carrier bands, across multiple time slots, or both,
depending on factors including the amount of data to be
transmitted to the WCD, the type of data (e.g., best-effort,
real-time, etc.), and downlink resources needed for other
WCDs.

In addition to carrying OFDM symbols specific to a given
WCD, particular resource elements of a given RB are
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allocated as “reference signals,” and may be used to carry
pilot signals from the eNodeB. Upon detection of a pilot
signal in one or more resource elements of an RB, a WCD
may determine SINR of the eNodeB (or more generally, the
LTE Advanced base station) that made the RB-based trans-
mission. The WCD may then use the SINR (or other SNR
measure) of different eNodeBs that it detects to determine if
and when to hand off from one to another, for example.
Specific RBs of the downlink can also be configured as
channels for carrying system messages and/or other over-
head data. In addition, specific RBs of the uplink can be
configured to support a random access procedure by which
WCDs can request network access on a random basis. This
is discussed in more detail below.

Under LTE, the network provides the WCD with neighbor
lists that identifies neighboring eNodeBs that may be suit-
able candidates for service for the WCD. The WCD can
measure signal quality of those eNodeBs in the neighbor list
that it can detect, and report the measurements back to the
network. The network can then decide if a handover (as
handoft is referred to under LTE) is warranted.

2. CUSTOMIZING A BANNER DISPLAY
INDICATIVE OF CALL QUALITY

When a communication session, such as a voice call, is set
up with a WCD operating in a wireless communication
system, a forward link from the base station to the WCD, and
a reverse link from the WCD to the base station, is estab-
lished on an air interface between the WCD and the base
station. For a voice call, in particular, a voice codec—or
more generally, a media codec—can be selected by the base
station (or other RAN element) for each of the forward link
and the reverse link. In addition, setup of a voice call
between two WCDs can entail “negotiation” between the
two in order to determine (e.g., select) an appropriate codec
for end-to-end communications.

Media codecs may be either lossless or lossy. Lossless
media codecs may use an encoding format that allows the
encoded media to be decoded back to its original format.
Thus, lossless media codecs may support high quality trans-
mission and storage of media.

On the other hand, some media codecs are lossy. Lossy
codecs are typically used on media for which some degree
of degradation is acceptable. For instance, compact disc
audio can be compressed to about 10-20% of its size (i.e.,
achieving about 80-90% compression) by using an MP3
codec to discard the audio components that are beyond the
auditory resolution ability of most individuals. Thus, to most
listeners, music encoded in the MP3 format sounds about the
same as it would if played directly from the compact disc.
Similarly, voice codecs may take advantage of psychoacous-
tics to remove redundant or less audible components of
voice signals, resulting in about 80-90% compression of the
voice signal.

In practice, different lossy codecs may support different
extents of lossy compression (e.g., some codecs will support
compression with more loss than other codecs). Some lossy
codecs may support multiple extents of lossy compression
(e.g., a particular codec may select between two or more
rates of lossy compression).

In general, there may be a roughly linear relationship
between media codec bitrate and the media quality that the
media codec produces at that bitrate. For example, a voice
codec operating at 9.6 kilobits per second is likely to
produce better quality voice than a voice codec operating at
4.8 kilobits per second. However, as media codec technolo-
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gies advance, new media codecs may be introduced that are
capable of supporting equal or better media quality at a
lower bitrate. Thus, in some cases, a voice codec that
operates at 8.5 kilobits per second may produce better voice
quality than the voice codec operating at 9.6 kilobits per
second. Furthermore, some voice codecs are capable of
supporting multiple different encoding rates, and perhaps
even switching between these rates dynamically to adapt to
the characteristics of the input signal and/or to achieve a
target bitrate.

Codecs typically comply with one or another industry
standard in order to help insure interoperability. For
example, CDMA 2000 Spread Spectrum Systems (also
referred to as CDMA2000 1x) and CDMA 2000 Spread
Spectrum Systems Revision E (also referred to as
CDMA2000 1x Advanced) specify support for a family of
codecs referred to under the umbrella of “Enhanced Variable
Bitrate Codec,” or “EVRC.”

By way of example, the EVRC-A codec operates on input
speech signals sampled with 16-bit resolution 8,000 times
per second (e.g., 8,000 Hz). The resulting 128 kilobit per
second stream is divided into 20 millisecond frames, each of
which is compressed to either 171 bits (8.55 kilobit per
second), 80 bits (4.0 kilobits per second), or 16 bits (0.8
kilobits per second).

The EVRC-B codec also operates on input speech signals
sampled with 16-bit resolution 8,000 times per second, and
supports the three compressed bitrates supported by EVRC-
A. However, EVRC-B also supports a compressed frame
size of 40 bits (2.0 kilobits per second). Further, EVRC-B
defines eight levels of average data rates that may be
selected for encoding on a forward link to, and/or a reverse
link from. Generally, a higher the data rate requires higher
transmission power, but provides the better the voice quality,
and vice versa. The eight levels are referred to as “capacity
operating points” or “COPs,” and are labeled with parameter
values O through 7, in order from highest to lowest average
data rate. When a given call is set up, the RAN (or RAN
element, such as a BSC) selects a COP value based on
capacity utilization of the sector in which the WCD is
operating. The COP value may also be adjusted by the RAN
as the WCD moves between sectors that have differing
capacity loading conditions.

Table 1 lists the COP parameters values (first column) and
corresponding channel encoding rates (second column),
source encoding rates (third column), and average data rates
(fourth column) for EVRC-B. The average data rates include
bits for silence intervals.

TABLE 1
Channel Rate Source Rate Average Rate
COP (kbps) (kbps) (kbps)
0 9.3 8.3 6.93
1 8.5 7.57 6.42
2 7.5 6.64 5.52
3 7.0 6.18 5.24
4 6.6 5.82 4.82
5 6.2 5.45 4.62
6 5.8 5.08 445
7 4.8 4.0 3.75

As can be seen, lower COP values correspond to higher
data rates, and vice versa. Generally, COPs 0-3 specify
encoding rates that yield the highest voice quality, but
requires the highest transmission powers. COP 4 specifies
encoding rate that yield voice quality comparable to EVRC,
but requires slightly lower transmission power than EVRC,
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while COPs 5-7 specify encoding rates that yield the lower
voice quality than EVRC, but requires even lower transmis-
sion powers.

The EVRC-WB codec is a “wideband” variation of
EVRC-B. Particularly, EVRC-WB operates on input speech
signals sampled with 16-bit resolution at 8,000 or 16,000
times per second. When sampling at the rate of 8,000 times
per second, frames encoded with EVRC-WB can be com-
patible with EVRC-B encodings. When sampling at 16,000
times per second, frames encoded with EVRC-WB are 171
bits (8.55 kilobit per second). However, unlike the 171 bit
frames produced when sampling at 8,000 times per second,
the EVRC-WB frames include high-frequency components
from the 3.5 kHz to 7 kHz range. Thus, at the same bitrate,
EVRC-WB may be capable of producing higher quality
voice calls than EVRC-A or EVRC-B. Because of the ability
to support higher voice quality with EVRC-WB;, it can be
used for high fidelity voice calls—i.e., HD voice. In addition
to its own target bitrates, EVRC-WB supports two of the
operating points of EVRC-B. EVRC-WB also supports a
mode for improved encoding of non-speech signals, such as
music-on-hold.

The EVRC-NW codec supports at least some of the
encodings of both EVRC-B and EVRC-WB, and, like
EVRD-WB, can be used for HD voice calls. Particularly,
EVRC-NW supports the sampling frequencies and frame
sizes of EVRC-WB. Also, EVRC-WB supports seven of the
operating points (and associated target bitrates) of EVRC-B,
and also supports the mode for improved encoding of
non-speech signals. Thus, EVRC-NW is fully compatible
with EVRC-WB, and supports more operating modes of
EVRC-B than EVRC-WB.

Each of the different EVRC options can be selected by
including a specific CDMA “service option” (“SO”) one or
more types of call setup/management messages. For
example, EVRC-A can be selected according SO 3;
EVRC-B can be selected according to SO 68; EVRC-WB
can be selected according to SO 70, and EVRC-NW selected
according to SO 73. In order to establish an HD voice call
between two WCDs, for example, EVRC-NW needs to be
support by both WCDs. During initial call setup, SO 73 can
be specified. Then, if operating conditions allow, COP
0—the highest quality available—can be chosen. With SO
73 and COP 0, the call can be an HD call.

FIG. 4 is a call flow illustrating an example call setup, in
accordance with example embodiments. By way of example,
an originating WCD (labeled “O-WCD”) 402 is shown as
placing a call to a terminating WCD (labeled “T-WCD”)
410. Network elements involved the message flow include
an originating base station (labeled “T-BS”) 404, an MSC/
MGW (media gateway) 406, and a terminating base station
(labeled “T-BS”) 408. For purposes of discussion, a number
of aspects of the call setup are labeled with a circled letter.
However, not every message in the call flow is necessarily
identified in this manner.

Step A signifies the start of a first phase of call setup that
begins with a new call request and continues until a bi-
directional, narrow bandwidth call is establish. As shown by
way of example, the O-WCD 402 requests the new call by
sending an origination message to the O-BS 404 indicating
SO 3 (EVRC-A) and alternate service options SO 68 and 73
(EVRC-B and EVRC-NW).

The O-BS 404 then sends a connection management
service request message to the MSC/MGW 406, which the
sends a paging request message to the terminating T-BS 408.
Both messages indicate the EVRC-NW codec, as shown.
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On the originating side of the call, the MSC/MGW 406
then responds to the connection management service request
message by sending an assignment request message con-
firming the EVRC-NW codec to the O-BS 404. The O-BS
404 next sends a general extension message to the O-WCD
402 with a channel assignment, and then a service connect
message with SO 73 indicating the EVRC-NW codec. The
0O-WCD 402 responds with a service complete message, and
the O-BS 404 confirms the channel assignment by sending
an assignment complete message to the MSC/MGW 406. At
this point, an air interface channel between the O-WCD 402
and the O-BS 404 has been established for the call.

Continuing on the terminating side of the call, the T-BS
408 sends a general page message with SO 73 to the T-WCD
410, to which the T-WCD 410 responds with a page
response message. The T-BS 408 then responds to the
MSC/MGW 406 with a paging response message, and to the
T-WCD 410 with an acknowledgement. The MSC/MGW
406 then responds to the paging response message by
sending an assignment request message confirming the
EVRC-NW codec to the T-BS 408. The T-BS 408 next sends
a general extension message to the T-WCD 410 with a
channel assignment, and then a service connect message
with SO 73 indicating the EVRC-NW codec. The T-WCD
410 responds with a service complete message, and the T-BS
408 confirms the channel assignment by sending an assign-
ment complete message to the MSC/MGW 406. At this
point, an air interface channel between the T-WCD 410 and
the T-BS 408 has been established for the call. Once the air
interface channel between the O-WCD 402 and the O-BS
404 has been established, the O-BS 404 sends an alerting
signal to the O-WCD 402.

As indicated at step B, a bi-directional audio connection
between the O-WCD 402 and the T-WCD 410 has now been
established. The codec for the call is EVRC-NW (SO 73)
with COP 4, as shown. That is, the call has been set up with
an HD-capable codec, but not with the HD mode selected
(e.g., COP 0). The selection of COP 4 can be considered a
possible default for the initial voice call setup.

Step C begins a phase of end-to-end negotiation between
the O-WCD 402 and the T-WCD 410 in order to establish an
HD call. More specifically, the O-WCD 402 can respond to
a status request message from the O-BS 404 with a status
response message that include SO 73 (EVRC-NW) and COP
0 (for an HD call). The O-BS 404 then sends a bearer update
required message with EVRC-NW and COP 0 to the MSC/
MGW 406, and the MSG/MGW 406 responsively sends a
bearer update request the message with EVRC-NW and
COP 0 to the T-BS 408. The T-BS 408 then sends a status
request message to the T-WCD 410, which responds with a
status response message that includes SO 73 (EVRC-NW)
and COP 0 (for an HD call). In response, the T-BS 408 next
sends a bearer update response message with EVRC-NW
and COP 0 to the MSC/MGW 406.

Upon receiving the bearer update response message from
the T-BS 408, the MSC/MGW 406 sends a bearer update
request the message with EVRC-NW and COP 0 to the
O-BS 404. The O-BS 404 responds by sending a bearer
update response message with EVRC-NW and COP 0 to the
MSC/MGW 406, and, at step D, by sending a service option
control (SOCM) message with COP 0 to the O-WCD 402.

Upon sending the bearer update response message on the
terminating side, the T-BS 408, at step E, sends a service
option control (SOCM) message with COP 0 to the T-WCD
410. As indicated at step F, a bi-directional audio connection
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between the O-WCD 402 and the T-WCD 410 with SO 73
and COP 0 is now established. That is, an HD call is now set
up between the two WCDs.

As a call progresses in time, operating conditions of one
or both of the WCDs in the call may vary. In particular,
during a call that is initially set up as HD, such as the call
illustrated in the call flow of FIG. 4, operating conditions
that initially supported HD quality—e.g., COP 0, for
example—may not necessarily persist. As a result, a call
management procedure during the call can cause a change in
call mode, such that the call transitions to a non-HD call. For
example, the RAN could send each WCD a SOCM message
with COP 4, causing a switch to toll-quality voice, instead
of HD quality voice. By way of example, such a change in
operating conditions could occur as a result of a handoff of
one or another of WCDs. More specifically, if a target cell
or sector of a handoff cannot support COP 0 (or other HD
capability) at the time of the handoff (or possibly at any
time), the call can become a non-HD as a result of the
handoff.

Conversely, a non-HD call can transition to an HD call if
a change in operating conditions enables an HD capability
that was not previously available during the call. A handoff
is again an example of a circumstance in which such a
transition may occur. For example, if a target cell or sector
supports COP 0, while the source cell or sector does not, a
call can transition to an HD call as a result of handoff to the
target cell or sector. In principle, a call could transition
between HD and non-HD multiple times over the call
duration.

Under conventional operation, neither WCD engaging in
a new call together, such as one illustrated by the call flow
of FIG. 4, would provide any visual indication that the
establish call is an HD call. Similarly, neither would provide
any indication that an existing HD call has transitioned to a
non-HD call, or that a non-HD call has transition to an HD.
Such transitions could result from changes in operating
conditions, as described above. A visual indication that a call
is an HD call, such as a banner or icon displayed in a display
device of a smart-phone type WCD for example, can benefit
both the user of the WCD and the network service provider.
The use can benefit by being able to associate the superior
voice quality of HD voice with a visual cue that HD is or has
become active. The network service provider can benefit
because a visual cue that HD is or has become active can be
a way for the network service provider to tout the superior
voice quality that is can offer. Accordingly, example
embodiments can cause a visual display to be presented on
a WCD display device when a call is or becomes an HD call.

FIG. 5 is an example call flow illustrating call setup in
which a customized display banner indicative of call quality
could be implemented, in accordance with example embodi-
ments. Similarly to FIG. 4, and again by way of example, an
originating WCD (labeled “O-WCD”) 502 is shown as
placing a call to a terminating WCD (labeled “T-WCD”)
510. Network elements involved the message flow include
an originating base station (labeled “T-BS”) 504, an MSC/
MGW (media gateway) 506, and a terminating base station
(labeled “T-BS”) 508. However, specific call flow messages
are largely omitted. Some of the omitted messages may be
the same or similar to ones described explicitly in connec-
tion with FIG. 4.

For purposes of discussion, certain aspects of phases of
the call setup and call management procedure are labeled
with a circled number. For purposes of illustration, in
addition to being represented as a call flow element, the
originating WCD 502 is also depicted in cartoon form as a

20

30

40

45

55

20

smart phone with a display at four phases of an example call,
labeled 502-a, 502-b, 502-c, and 502-d, on the left side of
FIG. 5. Similarly, and again for purposes of illustration, in
addition to being represented as a call flow element, the
terminating WCD 510 is also depicted in cartoon form as a
smart phone with a display at four phases of the example
call, labeled 510-a, 510-b, 510-c, and 510-d, on the right
side of FIG. 5.

At step 1, the O-WCD 502 initiates a call to the T-WCD
510 by sending an origination message to the O-BS 504. At
step 2, a bi-directional audio connection between the
O-WCD 502 and the T-WCD 510 has now been established.
The codec for the call is EVRC-NW (SO 73) with COP 4,
as shown. That is, the call has been set up with an HD-
capable codec, but not with the HD mode selected (e.g.,
COP 0). The selection of COP 4 can be considered a possible
default for the initial voice call setup. The vertical ellipses
shown between steps 1 and 2 could correspond to call flow
messages shown in FIG. 5 between steps A and B, for
example.

As illustrated by way of example, the O-WCD 502-a
displays a “handset” icon to indicate that the new call is
active, but there is no visual indication that the call is an HD
call, because at this stage it is not. Similarly, and again by
way of example, the T-WCD 510-a displays a “handset”
icon to indicate that the new call is active, but there is no
visual indication that the call is an HD call, because at this
stage it is not. It will be appreciated that a different form of
icon could be used to represent an active, non-HD call.

At step 3, a negotiation procedure between the O-WCD
502 and the T-WCD 510 is carried out in order to active the
HD capability of the new established call. The vertical
ellipses shown between steps 2 and 3 could correspond to
call flow messages shown in FIG. 5 between steps C and D,
for example.

At step 4-O, the O-BS 504 sends a SOCM message with
COP 0 to the O-WCD 502. This is a specific indication that
the call will be established as (or transition to) an HD call.
In accordance with example embodiments, upon receiving
the specific indication—e.g., the SOCM with COP O in the
example illustrated—the O-WCD 502-4 displays an HD
banner on its display device. This display provides a visual
cue or indication that the call has been established as (or
transition to) an HD call. It will be appreciated that the
specific form of HD banner shown in the display of the
O-WCD 502-5 is illustrative, and that other forms or banner
or icons could be used for the same purpose.

At step 4-T, the O-BS 508 sends a SOCM message with
COP 0 to the T-WCD 510. This, too, is a specific indication
that the call will be established as (or transition to) an HD
call. In accordance with example embodiments, upon receiv-
ing the specific indication—e.g., the SOCM with COP 0 in
the example illustrated—the T-WCD 510-6 displays an HD
banner on its display device. As with the O-WCD 502-b, this
display provides a visual cue or indication that the call has
been established as (or transition to) an HD call. It will again
be appreciated that the specific form of HD banner shown in
the display of the T-WCD 502-5 is illustrative, and that other
forms or banner or icons could be used for the same purpose.

At step 5, following the transmission and receipt of the
respective SOCM messages with COP 0, a bi-directional
audio connection between the O-WCD 502 and the T-WCD
510 with SO 73 and COP 0 is now established. That is, an
HD call is now set up between the two WCDs. In accordance
with example embodiments, at least one of the O-WCD 502
or the T-WCD 510 displays an HD banner or icon to indicate
that the call is an HD call.
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By way of example in the illustration of FIG. 5, for
reasons not necessarily indicated in the FIG. 5, the call may
transition to a non-HD call at some time after step 5. For
example, a handoft of one or both to the WCDs could
prompt a change in the ability of one or another air interface
to support the HD call. More particularly, at step 6-0, the
O-BS 504 sends a SOCM message with COP 4 to the
O-WCD 502. This is a specific indication that the call will
be transition to a non-HD call. In accordance with example
embodiments, upon receiving the specific indication—e.g.,
the SOCM with COP 4 in the example illustrated—the
O-WCD 502-¢ removes the HD banner from its display
device. This display provides a visual cue or indication at the
O-WCD 502-c that the call is a no longer an HD call.

At step 6-T, the O-BS 508 sends a SOCM message with
COP 4 to the O-WCD 510. This is a specific indication that
the call will be transition to a non-HD call. In accordance
with example embodiments, upon receiving the specific
indication—e.g., the SOCM with COP 4 in the example
illustrated—the T-WCD 502-c removes the HD banner from
its display device. This display provides a visual cue or
indication at the T-WCD 510-c that the call is a no longer an
HD call.

At step 7, following the transmission and receipt of the
respective SOCM messages with COP 4, a bi-directional
audio connection between the O-WCD 502 and the T-WCD
510 with SO 73 and COP 4 is now established. That is, the
previously established call between the two WCDs has
transitioned to a non-HD call. In accordance with example
embodiments, whichever one or both of the O-WCD 502
and the T-WCD 510 that had displayed an HD banner or icon
to indicate that the call had been an HD call now removes
that HD banner or icon.

Again by way of example in the illustration of FIG. 5, and
again for reasons not necessarily indicated in the FIG. 5, the
call may transition back to an HD call at some time after step
7. For example, a handoff of one or both to the WCDs could
prompt a change in the ability of one or another air interface
to support the HD call. More particularly, at step 8, a
negotiation procedure between the O-WCD 502 and the
T-WCD 510 is carried out in order to active the HD
capability of the new established call.

At step 9-O, the O-BS 504 again sends a SOCM message
with COP 0 to the O-WCD 502. This is a specific indication
that the call will transition to an HD call. In accordance with
example embodiments, upon receiving the specific indica-
tion—e.g., the SOCM with COP 0 in the example illus-
trated—the O-WCD 502-4 again displays an HD banner on
its display device. This display again provides a visual cue
or indication that the call has been transition to an HD call.

At step 9-T, the O-BS 508 sends a SOCM message with
COP 0 to the T-WCD 510. This, too, is again a specific
indication that the call will be transition to an HD call. In
accordance with example embodiments, upon receiving the
specific indication—e.g., the SOCM with COP 0 in the
example illustrated—the T-WCD 510-4 displays an HD
banner on its display device. As with the O-WCD 502-4, this
display once more provides a visual cue or indication that
the call has been established as (or transition to) an HD call.

At step 10, following the transmission and receipt of the
respective SOCM messages with COP 0, a bi-directional
audio connection between the O-WCD 502 and the T-WCD
510 with SO 73 and COP 0 is again established. That is, the
previously established call between the two WCDs has
transitioned to an HD call. In accordance with example
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embodiments, at least one of the O-WCD 502 or the T-WCD
510 displays an HD banner or icon to indicate that the call
is an HD call.

Further transitions between an HD and non-HD call can
continue until the call ends, for example. In accordance with
example embodiments, each instance in which one or
another of the WCDs 502 and 510 receive a SOCM with
COP 0 (or other specific indicator the call will transition to
an HD call) can cause that WCD to display an HD banner
or icon. Similarly, each instance in which one or another of
the WCDs 502 and 510 receive a SOCM with COP 4 (or
other specific indicator the call will transition to a non-HD
call) can cause that WCD to remove the display of the HD
banner or icon.

3. EXAMPLE WIRELESS COMMUNICATION
DEVICE

FIG. 6 is a simplified block diagram depicting functional
components of an example WCD 602 in which an example
embodiment of a customized display banner indicative of
call quality could be implemented. The example WCD 602
could be a cell phone, a personal digital assistant (PDA), a
pager, a wired or wirelessly-equipped notebook computer, or
any other sort of device. As shown in FIG. 6, the example
WCD 602 includes data storage 604, processing unit 610,
transceiver 612, communication interface 614, a display
616, user-interface I/O components 618, and tone detector
620, all of which may be coupled together by a system bus
622 or other mechanism.

These components may be arranged to support operation
in a wireless communication network that is compliant with
a variety of wireless air-interface protocols, such as network
200 illustrated in FIG. 2 and/or network 300 illustrated in
FIG. 3. In particular, these components can support a cus-
tomized display banner indicative of call quality, in accor-
dance with example embodiments.

Communication interface 614 in combination with trans-
ceiver 612, which may include one or more antennas,
enables communication with the network, transmission of
communication units to the network, and reception of com-
munication units from the network. The communication
interface may include a module, such as an MSM™-series
chipset made by Qualcomm Inc. of San Diego, Calif., and
supports wireless packet-data communications according to
a CDMA family of protocols.

Processing unit 610 comprises one or more general-
purpose processors (e.g., INTEL microprocessors) and/or
one or more special-purpose processors (e.g., dedicated
digital signal processor, vocoder, application specific inte-
grated circuit, etc.). In turn, the data storage 604 comprises
one or more volatile and/or non-volatile storage compo-
nents, such as magnetic or optical memory or disk storage.
Data storage 604 can be integrated in whole or in part with
processing unit 610, as cache memory or registers for
instance. In example AT 602, as shown, data storage 604 is
configured to hold both program logic 606 and program data
608.

Program logic 606 may comprise machine language
instructions that define routines executable by processing
unit 610 to carry out various functions described herein. In
particular the program logic, communication interface, and
transceiver may operate cooperatively to carry out logical
operation of functions discussed above.

The display 616 could be used to display a customize
banner indicating call quality, as described above. The user
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interface components 618 could include a keypad (or virtual
keypad on the display 618), as well as other components for
user interaction.

It will be appreciated that there can be numerous specific
implementations of an access terminal, such as WCD 602, in
which a customized display banner indicative of call quality
could be implemented. Further, one of skill in the art would
understand how to devise and build such an implementation.
As such, WCD 602 is representative of means for carrying
out a customized display banner indicative of call quality, in
accordance with the methods and steps described herein by
way of example.

4. CONCLUSION

An example embodiment has been described above.
Those skilled in the art will understand, however, that
changes and modifications may be made to this embodiment
without departing from the true scope and spirit, which is
defined by the claims.

We claim:
1. In a wireless communication device (WCD) operating
in a wireless communication system that supports a multi-
plicity of modes of voice communication quality levels
including a particular mode of high quality voice commu-
nication, a method comprising:
during an existing voice call between the WCD and a
different WCD operating in the wireless communica-
tion system, transitioning to the particular mode of high
quality voice communication in response to a change in
operating conditions experienced during the existing
call by at least one of the WCD or the different WCD;

receiving from a first base station of the wireless com-
munication system a first message that includes a first
specific indication confirming that the particular mode
ot'high quality voice communication has become active
on an end-to-end basis for the existing voice call
between the WCD and the different WCD; and

responsive to determining that the first message includes
the first specific indication, displaying in a display of
the WCD a particular icon signifying that the particular
mode of high quality voice communication has become
active.

2. The method of claim 1, further comprising:

subsequent to displaying the particular icon, receiving

from a second base station of the wireless communi-
cation system a second message that includes a second
specific indication confirming that the particular mode
of high quality voice communication is no longer
active; and

responsive to determining that the second message

includes the second specific indication, removing the
particular icon from the display of the WCD.

3. The method of claim 1, wherein receiving from the first
base station of the wireless communication system the first
message that includes the first specific indication comprises
receiving the first message within a context of a call setup
procedure that establishes a new call as the existing call.

4. The method of claim 1, wherein receiving from the first
base station of the wireless communication system the first
message that includes the first specific indication comprises
receiving the first message within a context of a call man-
agement procedure that replaces a different one of the
multiplicity of modes of voice communication quality levels
that is active for the existing call with the particular mode of
high quality voice communication.
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5. The method of claim 2, wherein the first base station
and the second base station are one of (i) the same, or (ii)
different,
and wherein receiving from the second base station of the
wireless communication system the second message
that includes the second specific indication comprises
receiving the second message within a context of a call
management procedure that replaces the particular
mode of high quality voice communication with a
different one of the multiplicity of modes of voice
communication quality levels.
6. The method of claim 1, wherein the particular mode of
high quality voice communication comprises use of a par-
ticular codec that is configured for high fidelity voice
communications.
7. The method of claim 6, wherein the wireless commu-
nication system is configured to operate according to at least
CDMA2000 1x Advanced,
wherein the particular codec is specified according to
Enhanced Variable Bitrate Codec (EVRC) EVRC-NW,

and wherein receiving from the first base station of the
wireless communication system the first message that
includes the first specific indication comprises receiv-
ing a service option control message containing a
service option parameter set to 73 and a capacity
operating point parameter set to 0.
8. A wireless communication device (WCD) configured
for operating in a wireless communication system that
supports a multiplicity of modes of voice communication
quality levels including a particular mode of high quality
voice communication, the WCD comprising:
one or more processors;
a display device;
memory accessible by the one or more processors; and
machine-readable instructions stored in the memory, that
upon execution by the one or more processors cause the
WCD to carry out functions including:

during an existing voice call between the WCD and a
different WCD operating in the wireless communica-
tion system, transitioning to the particular mode of high
quality voice communication in response to a change in
operating conditions experienced during the existing
call by at least one of the WCD or the different WCD;

receiving from a first base station of the wireless com-
munication system a first message that includes a first
specific indication confirming that the particular mode
of high quality voice communication has become active
on an end-to-end basis for the existing voice call
between the WCD and the different WCD, and

responsive to determining that the first message includes
the first specific indication, displaying in the display
device a particular icon signifying that the particular
mode of high quality voice communication has become
active.

9. The WCD of claim 8, wherein the functions further
comprise:

subsequent to displaying the particular icon, receiving

from a second base station of the wireless communi-
cation system a second message that includes a second
specific indication confirming that the particular mode
of high quality voice communication is no longer
active; and

responsive to determining that the second message

includes the second specific indication, removing the
particular icon from the display of the WCD.

10. The WCD of claim 8, wherein receiving from the first
base station of the wireless communication system the first
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message that includes the first specific indication comprises
receiving the first message within a context of a call setup
procedure that establishes a new call as the existing call.
11. The WCD of claim 8, wherein receiving from the first
base station of the wireless communication system the first
message that includes the first specific indication comprises
receiving the first message within a context of a call man-
agement procedure that replaces a different one of the
multiplicity of modes of voice communication quality levels
that is active for the existing call with the particular mode of
high quality voice communication.
12. The WCD of claim 9, wherein the first base station and
the second base station are one of (i) the same, or (ii)
different,
and wherein receiving from the second base station of the
wireless communication system the second message
that includes the second specific indication comprises
receiving the second message within a context of a call
management procedure that replaces the particular
mode of high quality voice communication with a
different one of the multiplicity of modes of voice
communication quality levels.
13. The WCD of claim 8, wherein the particular mode of
high quality voice communication comprises use of a par-
ticular codec that is configured for high fidelity voice
communications.
14. The WCD of claim 13, wherein the wireless commu-
nication system is configured to operate according to at least
CDMA2000 1x Advanced,
wherein the particular codec is specified according to
Enhanced Variable Bitrate Codec (EVRC) EVRC-NW,

and wherein receiving from the first base station of the
wireless communication system the first message that
includes the first specific indication comprises receiv-
ing a service option control message containing a
service option parameter set to 73 and a capacity
operating point parameter set to 0.

15. A non-transitory computer-readable medium having
instructions stored thereon that, upon execution by one or
more processors of a wireless communication device
(WCD), cause the WCD to carry out functions including:

operating in a wireless communication system that sup-

ports a multiplicity of modes of voice communication
quality levels including a particular mode of high
quality voice communication;

during an existing voice call between the WCD and a

different WCD operating in the wireless communica-
tion system, transitioning to the particular mode of high
quality voice communication in response to a change in
operating conditions experienced during the existing
call by at least one of the WCD or the different WCD;
receiving from a first base station of the wireless com-
munication system a first message that includes a first
specific indication confirming that the particular mode
ot'high quality voice communication has become active
on an end-to-end basis for the existing voice call
between the WCD and the different WCD; and
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responsive to determining that the first message includes
the first specific indication, displaying in a display of
the WCD a particular icon signifying that the particular
mode of high quality voice communication has become
active.

16. The non-transitory computer-readable medium of
claim 15, wherein the functions further include:

subsequent to displaying the particular icon, receiving

from a second base station of the wireless communi-
cation system a second message that includes a second
specific indication confirming that the particular mode
of high quality voice communication is no longer
active; and

responsive to determining that the second message

includes the second specific indication, removing the
particular icon from the display.

17. The non-transitory computer-readable medium of
claim 15, wherein receiving from the first base station of the
wireless communication system the first message that
includes the first specific indication comprises receiving the
first message within a context of a call setup procedure that
establishes a new call as the existing call.

18. The non-transitory computer-readable medium of
claim 15, wherein receiving from the first base station of the
wireless communication system the first message that
includes the first specific indication comprises receiving the
first message within a context of a call management proce-
dure that replaces a different one of the multiplicity of modes
of voice communication quality levels that is active for the
existing call with the particular mode of high quality voice

0 communication.

19. The non-transitory computer-readable medium of
claim 16, wherein the first base station and the second base
station are one of (i) the same, or (ii) different,
and wherein receiving from the second base station of the
wireless communication system the second message
that includes the second specific indication comprises
receiving the second message within a context of a call
management procedure that replaces the particular
mode of high quality voice communication with a
different one of the multiplicity of modes of voice
communication quality levels.
20. The non-transitory computer-readable medium of
claim 15, wherein the wireless communication system is
configured to operate according to at least CDMA2000
Advanced,
wherein the particular mode of high quality voice com-
munication comprises use of a codec configured for
high fidelity voice communications as specified accord-
ing to Enhanced Variable Bitrate Codec (EVRC)
EVRC-NW,

and wherein receiving from the first base station of the
wireless communication system the first message that
includes the first specific indication comprises receiv-
ing a service option control message containing a
service option parameter set to 73 and a capacity
operating point parameter set to 0.
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